
GANNICUS S1P NIEDRIGE SICHERHEITSSNEAKERS
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Niedrige Sicherheitssneakers
Schuhspitze: Stahlkappe
Mittelsohle: Nicht metallische durchtrittsichere
Sohle
Innensohle: Anatomisch, antistatisch und
herausnehmbar
Sohle: PU/RPU mit PU-Applikation an der Ferse,
Dual Density
Leisten: Mondopoint 10,5 - breit und bequem
EN ISO 20345:2011 S1P SRC

Zusammensetzung

Oberer Teil: Weiches Veloursleder mit Zunge und
Bund aus Polyester Oxford
Innenfutter: Atmungsaktive Mikrofaserfutter

Size

37 - 38 - 39 - 40 - 41 - 42 - 43 - 44 - 45 - 46 - 47

Color

Technologies

S1P

Safety class S1P
(A+FO+E+P)

More info

SRC

Slip resistance of SRA +
SRB 

More info

Anti-perforation

Anti-perforation sole

More info

Energy absorption

Energy absorption in the
heel

More info

Antistatic

Antistatic features.

Read more

FO

Sole has resistance to
hydrocarbons

More info

Metal safety
toecap

Meets all requirements
described under EN ISO
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20345 and is also:

more classic and best
resistant to direct
impact (although this
situation is rare)

Zertifikate

EN ISO 20345: 2011

Technischen anforderungen für
sicherheitsschuhe

Mehr

https://www.herockworkwear.com/de/node/894

